KPSF CATHEDRAL CITY, CA BMP-20110519AAA 1200 kHz
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Facility ID: 161373 20 1600 140 g
Application ID: 1481458 ~/ Theoretical pattern RMS:  709.60
CDBSAntenna System ID: 117118 210 180 s P - U
Standard pattern RMS:  745.45
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Azimuth  Etheo Estd Faug o T PF—h Azimuth  Etpeo Estd Faug
0 982. 12 1031. 50 o 180 484. 35 509. 11
5 973. 14 1022. 07 - - 185 473. 56 497.79
10 960. 80 1009. 12 The theoretical patternis used to create the 190 457. 16 480. 59
15 944. 93 992. 46 i i 195 436. 54 458. 96
20 925.46 972. 02 standard pattern. Augmentations (if any) expand 200  414.08 435, 41
25 902. 56 947. 98 the standard pattern in specified directions. See 205 393. 08 413. 40
30 876. 69 920. 82 Sections 73.150 and 73.152 of the FCC's Rules. 210 377. 38 396. 94
35 848. 71 891. 46 215 370.55 389. 79
40 819. 91 861. 23 . 220 374.72 394. 15
45 791.93 831. 86 AM coverage may not mirror the pattern shown 225 389. 73 409. 89
gg ;gg 88 ggg %(7) here. Additional factors such as ground %gg 2}13 28 38451 g?
60 73040 767, 28 conductivity or skywave propagation affect how 240  474.00 498’ 25
65 721.28 757. 71 far the AM signal will travel. 245 505. 63 531. 43
70 717.75 754. 00 250 536. 10 563. 40
58 %8 %g 52‘7‘ 82 Patterns for stations outside the USA are based on %28 282 83 283 5?
85 722.43 758. 91 notified parameters. 265 620. 38 651. 82
© prm Bin 2 s
100 703. 40 738. 94 AM directional patterns created before 1982 used 280 709. 19 745. 02
105 685. 02 719. 66 units of 1 mV/m at 1 mile, not one kilometer. The 285 741.94 779. 39
ﬂg ggg: gg ggg' 88 pattern values on such plotsat 1 mile will be %gg ggg % g%é' gg
120 598. 25 628. 61 0.62137 of the values listed here. Measured 300 841. 87 884. 28
125 564. 60 593. 29 305 872. 36 916. 27
150 235 78 225 61 pattern values may vary from values shown here. 310 865 50 g4’ 18
135 505. 54 531. 34 . . 315 923. 92 970. 40
140 485. 19 509. 99 Plot is best printed on 11" by 17" or larger paper. 320 944. 13 991. 61
145 473. 00 497. 20 325 960. 46 1008. 76
150 468. 79 492.79 330 973. 06 1021. 99
155 470. 95 495. 05 335 982. 17 1031. 54
160 476. 88 501. 27 15 Feb 2012 340 988. 03 1037. 70
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